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The IM85 R commercial utensil/potwasher with heat 
recovery is designed to be ergonomically pleasing yet able 
to take care of the larger items found inside a kitchen. With 
a 850mm opening, it is ready to take on anything you are 
willing to throw at it.

FEATURES
• Warranty:: 11 yyeeaarr ppaarrttss aanndd llaabboouurr,, 33 yyeeaarrss oonn tthhee

ccoonnttrrooll bbooaarrdd && ccaabbiinneett (see p.26 for conditions & extended

warranty offer)

• Energy Saving mode

• Automatic Detergent & Rinse Aid

• Self-Diagnostic system

• 2, 4, 6 & 12 minute wash cycle options

• Low water consumption 4L per rack

• Quick ready function

• Double skinned door

INCLUSIONS

1 x Generic steel basket 700mm x 700mm

1 x Water connection hose

1 x Steam condenser

1 x Operating manual

853 mm 

2187-2217 mm 
2274-2304 mm 
2480-2570 mm
820 mm

TECHNICAL DATA

Height

Width

Depth

Capacities

Temperatures

Plumbing

Electrical

Loads/Hour 
Water per Cycle 
Wash Pump 
Rinse Pump 
Wash Tank Litres 
Rinse Litres 
Element (wash) 
Element (rinse) 
Detergent Injection 
Rinse Aid Injection

Wash Degrees C 
Rinse Degrees C

Drain 
Water

Volts/Hz/Phase 
Amps

Cabinet 

Cabinet 
With door open

60 ºC 
82 ºC

Gravity 
¾" BSP (hot)

400V/50Hz/3+N 
25Amps/Ph

up to 30* 
4L 
2700W 
200W 
68 
12 
8000W 
8000W 
yes 
yes

857 mm 
1400 mm

Cabinet inc. legs 
With hood extended
Service Height 
Usable Wash

FEATURES

• WWaarrrraannttyy:: 22 yyeeaarrss ppaarrttss aanndd llaabboouurr,, 55 yyeeaarrss oonn tthhee
ccaabbiinneett && ccoonnttrrooll bbooaarrdd (see p.26 for conditions &

extended warranty offer)

• Compact underbench dishwasher suited for cafes and
restaurants.

• Made tough in our factory in Caves Beach NSW
– Robust 304 Stainless steel hand made cabinet
– Heating Boiler made from Stainless steel 316
– Stainless steel wash and rinse arms
– Large  304 Stainless Steel Filters / Scrap Trays

• Connects to cold water and is always ready
(no waiting once machine is at operating temperature)

• Reliable German electrical contactors
• Reliable European heating elements made from the

Incoloy® 825, highly resistant to corrosion and cracking
so the elements last longer

• Recirculating wash system
• Cleans 600 plates per hour
• 1, 2 & 5 minute wash cycle options
• 15 Amp power connection
• Automatic detergent and rinse aid injection
• Rear rollers for easy machine inspection
• Rinse temperature controlled by thermostop function for

sanitation compliance

• Useable wash height 300mm
• Double skinned door reducing heat and noise pollution
• Standard drain pump for easy installation
• Easy servicing access for minimal disruption

* Subject to incoming water temperature 20ºC
** Subject to incoming water pressure

INCLUSIONS

UNDERBENCH

1 x Flat rack insert 500mm x 500mm
1 x Plate rack insert 500mm x 500mm
1 x Cutlery container
1 x Water connection hose
2 x Chemical weights & filters
2 x Adjustable + 2 x Roller feet
1 x Operating manual

TECHNICAL DATA

Height

Width

Depth

Capacities

Temperatures

Plumbing

Electrical

Loads/Hour 
Water per Cycle 
Wash Pump 
Wash Tank Litres 
Boiler Tank Litres 
Element (wash) 
Element (boiler) 
Detergent Injection 
Rinse Aid Injection

Wash Degrees C 
Rinse Degrees C

Drain 
Water

Volts/Hz 
Max. Amp. load

Cabinet

Cabinet 
With door open

810 mm 
838 mm 
300 mm

65 ºC 
88 ºC

Pump out 
½" BSP (cold)

240V AC/50Hz
15amps

up to 45* 
2.5L** 
370W 
18 
6 
3000W 
3600W 
yes 
yes

595 mm

660 mm 
1035 mm

Cabinet
Cabinet inc. legs 
Usable Wash 

Note: this machine has load shedding capability
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The IM1000 R commercial Utensil/potwasher with heat 
recovery is perfect for taking on even the biggest items 
in the kitchen, with its massive 1320 x 700 baskets and 
850mm high door opening it is guaranteed to take on the 
biggest jobs with ease.

FEATURES

• Warranttyy::  11  yyeeaarr  ppaarrttss  aanndd  llaabboouurr,,  33  yyeeaarrss  oonn  tthhee

ccoonnttrrooll  bbooaarrdd  &&  ccaabbiinneett  (see p.26 for conditions & extended

warranty offer)

• Energy Saving mode

• Automatic Detergent & Rinse Aid

• Self-Diagnostic system

• 2, 4, 6 & 12 minute wash cycle options

• Low water consumption 6L per rack

• Half Load Function

• Double skinned door

INCLUSIONS

1 x Generic steel basket 1320mm x 700mm

1 x Water connection hose

1 x Steam condenser

1 x Operating manual

* Subject to incoming water temperature

1465 mm 

2187-2217 mm 
2274-2304 mm 
2480-2510 mm
820 mm

TECHNICAL DATA

Height

Width

Depth

Capacities

Temperatures

Plumbing

Electrical

Loads/Hour 
Water per Cycle 
Wash Pump 
Rinse Pump 
Wash Tank Litres 
Rinse Litres 
Element (wash) 
Element (rinse) 
Detergent Injection 
Rinse Aid Injection

Wash Degrees C 
Rinse Degrees C

Drain 
Water

Volts/Hz/Phase 
Amps

Cabinet 

Cabinet 
With door open

60 ºC 
82 ºC

Gravity 
¾" BSP (hot)

 400V/50Hz/3+N 
32Amps/Ph

up to 30* 
6L 
2700W x 2 
200W x 2 
131 
17 
10500W 
10500W 
yes 
yes

857 mm 
1400 mm

Cabinet inc. legs 
With hood extended 
Service Height
Usable Wash

C O N N E C T  Y O U R  C O M M E R C I A L

THE PROBLEM WITH
COMMERCIAL KITCHENS

H O W  M U C H  W I L L

• Robust 304 Stainless steel hand made cabinet

• Heating Boiler made from Stainless steel 316

• Stainless steel wash and rinse arms

• Large  304 Stainless Steel Filters / Scrap Trays

IT’S WHAT’S ON THE INSIDE THAT COUNTS

Made tough in our factory in Caves Beach NSW

• Reliable German electrical contactors
• Reliable European heating elements made from

the Incoloy ® 825 highly resistant to corrosion and
cracking so the elements last longer

HOW THE NORRIS AP500 SOLVES 
THESE PROBLEMS

Have you ever run out of hot water for your 
dishwasher and stood there waiting?

A commercial kitchen uses a lot of hot water and 
electricity.

On a busy day the dishwasher can use up all the hot 
water available, impacting the rest of the kitchen.

This slows down your operation, costs money, 
upsets staff and customers.

Added to this, to reach sanitation standards, the 
rinse water temperature has to reach 82ºC or more. 

The Norris engineering team developed the AP500 
underbench machine to be lightning fast, efficient on 
power, operate on cold water and aallwwaayyss rreeaaddyy to 
work, with no waiting time.

The Norris Fast Response operating system 
maximises the use of your available power to make 
sure the dishwasher always has compliant hot water 
on demand. 

This leaves your kitchen’s existing hot water for other 
important things whilst making sure your dishwasher 
keeps up the demands of the kitchen. More 
importantly,  your staff and customers are happy 
because the kitchen is running smoothly.

MMAADDIISSOONN  IIMM11000000RR

Water pressure requirements are: 10L/min at 200-400 kPa max.


